LUETNTIUX

Piu luce, piu lusso

Finestra in alluminio-legno a taglio termico.
~ Serramento dalle elevate prestazioni energetiche,
~ termiche e acustiche e dall’estetica ricercata.
Pensato per i progettisti o gli architetti che
~necessitano di soluzioni particolarmente esclusive
periloro progetti, in cui i profili in alluminio minimale
si fondono con la bellezza naturale del legno.
Ideale per immobili di classe A, per progetti di
riqualificazione energetica o per immobili di pregio
che necessitano di maggiore luminosita e comfort-
design negli ambienti.

LUMINUX
More Light, More Luxury

Aluminum-wood window with thermal break. Window with high energy, thermal and acoustic performance and refined
aesthetics. Designed for designers or architects who need particularly exclusive solutions for their projects, in which minimal
aluminum profiles blend with the natural beauty of wood. Ideal for class A properties, for energy redevelopment projects or for
prestigious properties that require greater brightness and comfort-design in the rooms.
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Trasmittanza termica finestra fino a U, = 1,14 W/m2K
Trasmittanza termica profilo fino a U= 1,9 W/m?K BA w “

Permeabilita all'aria fino a Classe 4
Tenuta all'acqua battente fino a E2100
Resistenza al vento fino a Classe C4
Antieffrazione fino a RC2
Insonorizzazione fino a 47db

N

Nodo Centrale
Central node
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Window thermic transmittance up to U = 1,14 W/m?K
Profile thermic transmittance up to U, = 1,9 W/m?K
Air permeability up to Class 4

Watertight up to Class E2100

Wind resistance up to Class C4

Antiburglary up to RC2

Soundproofing up to 47db
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LUMMINUX

Flat frame

Telaio piano
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Anta Standard

Standard Door Leaf
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Telaio a ZETA 25 mm

ZETA frame 26mm
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Soglia Ribassata

Lowered Threshold

Riporto Centrale

Central Carryover
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